FLO-RITE.

Main Features
0OGM-A-25/40,/30 aluminum oval gear meter has
the ability to handle a wide range of fluid viscosities
with exceptional levels of repeatability and
durability, applying in the petroleum, chemical,
food industry, etc.

FLO-RITE ,
OGM SERIES FLOWMETER

Total Litres

§P Litres
Reset Total

EUEEENGRNE®UTRMIENIT

MIN MAX
U088 SIZE  powRATE FLOW RATE ACCURACY

0GM-A-25 17 20//min  120¢/min +0.5%
0GM-A-40 11/2” 25//min  250//min +0.5%
0GM-A-50 2 30//min  300//min £0.5%

REPEATA-
BILITY

< 003%
< 003%

< 0.03%

OvAL GEAR METER
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MAX
MAX
OPERATING
VISCOSITY  ppEssuRE

1000CPS 3.4MPa
1000CPS 1.8MPa
1000CPS 1.8.MPa



FLO-RITE.

Main Features
Cast Iron oval gear meter has the ability to handle

a wide range of fluid viscosities with exceptional

levels of repeatability an durability, applying in
the petroleum, chemical, food industry, etc.

MODEL

LC-A10
LC - A15
LC - A20
LC - A25
LC - A40
LC - AS0
LC - A8BO
LC - A100
LC - A150
LC - A200

SIZE

3/8”
1/2"
3/4"
1
1-1/27
o

MIN MAX
FLOW RATE FLOW RATE

0.8//min
2//min
5//min
10//min
25//min
6074/ min
1404/ min
1604/ min
3004/ min
5004/ min

8//min
25//min
50//min
1004/ min
2504/ min
3004/ min
700// min
1600//min
3000/ min
50007/ min

ACCURACY

+0.5%
+0.5%
+0.5%
+0.5%
+0.5%
+0.5%
+0.5%
+0.5%
+0.5%
+0.5%

REPEATA-
BILITY

< 0.03%

N

0.03%

N

0.03%

N

0.03%

N

0.03%

N

0.03%

N

0.03%

N

0.03%

N

0.03%

N

0.03%

OvAL GEAR METER

OPEhléllﬁ')l'(lNG OPERATING

PRESSURE TEMPERATURE
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
18 BAR 100 °C
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